
UVF ECOWATT
5160319500  - UVF-3000/400 F7 ECOWATT * 230V50/60HZ N8

Cabinet fans with integrated, lowpressure drop filters, manufactured from galvanised sheet steel and 
internally isolated with 30mm thick mineral wool (M0), airtight intake and discharge joints, easy access to 
filters by, rotary traction type closures. Equipped with backward curved centrifugal impellers.
Brushless, high performance and low consumption EC motor, 230V ± 10% 50/60Hz power supply, IP44, ball 
bearings, thermal protection, ON/OFF switch with built-in potentiometer to adjust speed and analogue input 
0-10V signal to control the fan.
All models have the capacity to mount up to 3 filters.

Filters
− F7 Version: Supplied with F7 filter.
It is possible to add a second high-efficiency filter and a pre-filter, both accessories.
−−Version with F7 filter + F9 filter.
It is possible to add a pre-filter (accessory).
High-efficiency filter assembly system with clamping arms which allows the adaption to one or two filters. 
Thanks to the threaded knobs, it is possible to tigh the union between the filter and frame well, minimising 
the external air by-pass comparing with the usual filter in a guide mounted filters.
It is recommended to add a pre-filter (G4 or M5 supplied as accessory) to extend the useful service life of the 
highefficiency filters.
Filtration efficiency according to ISO-16890 of F7+F9 version ePM10 = 99.5%, ePM2.5 = 98.5%, ePM1 = 96.2%.

Other data
They can be placed in any position.
Designed for indoor installations.
Working temperature from -20 ºC to +40 ºC.
High-efficiency filters and very lowpressure loss.
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UVF ECOWATT
5160319500  - UVF-3000/400 F7 ECOWATT * 230V50/60HZ N8

Theoretical Working Point Performance Chart
Airflow -
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Static Pressure 0,000 Pa
Temperature 20 °C
Altitude 0 m
Density 1,2 kg/m³
Frequency 50/60 Hz

Construction
Discharge diameter 400 mm
Fan size 3000/400
Weight 36,00 kg

Motor Characteristics
Voltage 1-230V-50Hz
Maximum absorbed current 1,6 A
Motor insulation class

Working Point
Fan speed 1800

Drawing (mm)
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Sound Performance
63 125 250 500 1k 2k 4k 8k Overall

Inlet (LwA) 45 50 66 60 58 59 57 52 69

Inlet LpA @ 1m 34 39 55 49 47 48 46 41 58

Outlet (LwA) 46 55 63 60 63 58 52 46 68

Outlet LpA @ 1m 35 44 52 49 52 47 41 35 57

Surrounding (LwA) 42 48 60 51 47 39 38 37 61

Surrounding LpA @ 1m 31 37 49 40 36 28 27 26 50
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