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Codice/ E A B H L @ & | Codicel m Codice/ !
Code kalpz mm mm mm kgipz | Code . Code
DOC16S06 = 0,34 14 6 10 M6 0,34 DOI16S06 J DOY16S06 N
DOC16S08 = 0,68 18 8 13 Ma 0,68 DOI16S08 J DOY16S08 N
DOC16S10 = 1,14 22 10 15 M10 1,14 DOI16S10 J DOY16S10N

B Scegli il materialef Choose the material
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Codice/ LEI A B H 2 A | Codice/ |_IT_| Codice/ !
Code kalpz mm mm kg/pz | Code Code
DOC19S06 E 0,24 10 6 M6 0,24 DOI19S06 J DOY19S06 N
DOC19S08E 0,51 13 8 Ma 0,51 DOI19S08 J DOY19S08 N
DOC19S10E 1,06 17 10 M10 1,06 DOI19S10 J DOY19S10N
DOC19S12E 1,72 19 12 M12 1,72 DOI19S12 J DOY19S12N
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Codice/ |: !E!!Zl A B H [} A | Codice/ Codice/ !
Code kaglpz mm mm kgipz | Code Code
DOC17S06 =1 0,23 10 5 M6 0,23 DOI17S06 J DOY17S06 N
DOC17S08 =2 0,48 13 6,5 Ma 0,48 DOI17S08 J DOY17S08 N
DOCA7S10 =2 1,04 17 8 M10 1,04 DOI17S10 J DOY17S10N
DOC17512 =2 1,53 19 10 M12 1,53 DOI17512 J DOY17S12 N
DOC17S16 =2 297 24 13 M16 297 DOI17516 J DOY17S16 N
DOC17520 =2 5,76 30 16 M20 5,76 DOI17520 J DOY17S20 N
B Scegli il materiale/ Choose the maternial
[1] Non disponibile in versione zincata a caldo / Hot-dip galvanized ion not ifable
[2] Non disponibile in versione zincata Dacromet/ Geomet / Dacromet/ Geomet galvanized version nof available
Zincato Elettrolitico 7 Zincato a caldo dopo lavorazione Acciaio Inox AIS| 304 J AlS| 304 Decontaminato
Electrolytic galvanized Hot-dip galvanized after manufacture AlSI 304 Stainless steel AIS! 304 Decontamined
Zincato Dacromet/ Geomet Zinc. a c. con Viemiciatura RAL 5012 Acciaio Inox AISI| 316 AIS| 316 Decontaminato |_|
w D t/ Geomet galvanized Hot-dip galv. with RAL 5012 Painted AlSI 316 Stainless steel AlS! 316 D, tamined
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