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b CE RO

D
disegno dimensionale / reference details disegno dimensionale / reference details e “/4’:"\

Amentz,, @V0Viar, waring

sty \sc c% N0z 1\»0& es%
a
H
§
S
& oog e ‘9//;1,3 “\f}\ //,

O”astrur.\“\% Yang pra® "’ce N 5\\\
Da utilizzare su tubi rigidi zincati o INOX quando non é previsto I’'utilizzo del raccordo, a protezione della parte terminale dei tubi che potrebbe essere
tagliente e quindi danneggiare i cavi durante I’infilaggio

To be used on rigid conduits of galvanised steel or stainless steel when not foreseen the use of fittings, in order to protect the final part of conduits that could be
sharp and so, it could damage cables during the threading
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60820 200 180 100 8 5
60825 25,0 25 50 -60°C | +60°C
60832 320 295 50
60840 40,0 375 50
60850 50,0 475 2%

S 60863 63,0 60,5 25

Da utilizzare sul filetto di collegamento della raccorderia alle apparecchiature, quadri, ecc. per garantire L’ IP67 gia disponibile sull’accoppiamento Tubo / Raccordo
To be used on connection thread of fittings to equipments, switchboards, etc. to assure P67 available for the combination Conduit / Fitting

Guarnizioni / (Gaskets

’
60601 3/8” M16*1,5
60602 12" 135  M20M15 210 270 50
60603 34 = M25*15 265 340 50
60604 1 - M32*15 330 430 25
60605 1"1/4 = M40*15 42,0 55,0 25
60606 - - M50*1,5 51,0 595 25
60607 = = M63*1,5 635 76,0 25 -15°C | +70°C
60608 /4 7 - 132 20,0 100
60609 = 9 . 155 20,0 100 % “‘
60610 - 11 - 188 240 100
60611 = 16 = 225 210 50
60612 - 21 - 285 340 50
60613 = 29 = 37,0 430 25
60614 - 36 - 47,0 550 25
60615 = 2 = 540 60,0 25
60616 2" 48 - 60,0 76,0 25
\_ 60617 1"1/2 = = 480 58,0 25
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