
Caratteristiche Costruttive
Grado di Protezione IP31
Struttura  autoportante  in  lamiera  15/10
Pannellatura  in  lamiera  15/10

Caratteristiche Tecniche
Verniciatura a polveri Epossidiche 60 micron
VERNICIATURA : RAL7035  (bucciato)
Serratura  AREL  inclusa  type  SB P1
(chiave  prigioniera  a  porta  aperta)
Griglie  di  aerazione
Predisposizione  per  Barra  di  terra
Predisposizione  per  Centralina  Trafo
Tetto  facilmente  asportabile

Fornito  con  Kit  viteria  in  FZ  con  Vista
Esploso  per  il  montaggio
Tipologia  Box  a  Pavimento (fondo non incluso)

General Characteristics
Degree of protection IP31
Self-supporting structure in 15/10 sheet metal
15/10 sheet metal paneling

Technical Features
60 micron epoxy powder coating
PAINT FINISH : RAL7035 (peeled)
AREL lock included type SB P1
(key captive with door open)
Ventilation grilles
Arrangement for ground bar
Arrangement for Trafo control unit
Easily removable roof

Supplied with FZ  screws kit with view
Exploded for assembly
Floor box type (bottom not included)
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Minimum distance value
to be kept equidistant

towards the parties

ACCESSORIES

DETAILS

BOX metallici per Trasformatori in resina MT/BT
Metallic BOX for MV / LV resin transformers

BOXMEDIA/LEF-2T

BOXMEDIA/LEF-3T

BOXMEDIA/LEF-4T

DIMENSIONI
CODE TRANSFO POWER SUPPLY

<  250 KVA OVERSIZED PALLET

L P H

BOXMEDIA/LEF-5T

DIMENSIONS

PALLET EXTRA SAGOMA

OVERSIZED PALLET
PALLET EXTRA SAGOMA

OVERSIZED PALLET
PALLET EXTRA SAGOMA

OVERSIZED PALLET
PALLET EXTRA SAGOMA

Dati indicativi (le caratteristiche tecniche-dimensionali possono subire variazioni in base ai criteri dell’ufficio Ricerca e Sviluppo)
Indicative values ( the technical -dimensional information may vary according to the R&D criteria)

Type of packaging: Wooden crate
covered with an outer containment
box, out-of-gauge dimensions.

SEE PACKAGING DIMENSIONS

TIPO
TYPE

1800         1250        1950

315-630 KVA 2000         1400        1950

800-1250 KVA 2200         1800        2250

1600-2500 KVA 2600         2000        2700
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Serratura AREL type  SB P1
AREL lock type  SB P1

Porta installazione
vista lato lungo
Installation door long
side view

Golfari per
sollevamento
Eyebolts for lifting

Simbologia Elettrica
Perimetrale
in alluminio

Aluminum Perimeter
Electrical Symbols

Predisposizione circuito di Terra su pannelli e telaio
Ground circuit predisposition on panels and frame

Predisposizione
Centralina
Arrangement of
Control Unit

Fondo Escluso
excluding the bottom

Predisposizione
Centralina

Arrangement of
Control Unit

FORNITURA DEL BOX STANDARD
BOX smontato posizionato all’interno dell’imballo in cassa di  legno
Comprensivo di SERRATURA AREL
Comprensivo di PREDISPOSIZIONE Centralina Termometrica
Comprensivo di PREDISPOSIZIONE Pulsante accensione lampada
(
Fornito  con  Kit  viteria per il montaggio
Fornito di istruzioni di montaggio - Esploso  vista generale per  il  montaggio

STANDARD BOX SUPPLY
Disassembled BOX positioned inside the wooden crate packaging
Including AREL LOCK
Including PREPARATION Thermometric Control Unit
Including PREPARATION Lamp switch on button

Supplied with mounting hardware kit
Supplied with assembly instructions - Exploded general view for assembly

L                                             P

H

IP31RAL7035

ACCESSORIES

DETAILS

BOX metallici per Trasformatori in resina MT/BT
Metallic BOX for MV / LV resin transformers
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