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ECTC1525TM

PLIABLE PVC CONDUIT 33212 Ø25 mm
- 50 m WITH DRAW TAPE - BROWN
Conduits and fittings > Conduits > Corrugated conduits >
Series tc15 - pvc - class 33212 - 750 n > Plastic installation
tube > Brown - cable puller

Technical Symbols/Marks/Approvals

Norms

EN 61386-1 EN 61386-22

Etim
GROUP EG000002 - Pipes/hoses for cable installation
CLASS EC001174 - Plastic installation tube
Flush-mounted installation Yes Material Polyvinyl chloride (PVC) Halogen free No

Colour Brown RAL-number 8025 UV resistant No

Suitable for underground
installation No Operating temperature -5-60 °C Bending strength Pliable

Compressive strength class
according to EN 61386-1

Medium (class
3 / 2 Joule)

Impact strength class
according to EN 61386-1

Medium (class
3 / 2 Joule) With sleeve No

Fire retardant version Yes Surface mounting No Suitable for installation on wood No

Suitable for hollow wall
installation No Suitable for concrete installation No

Machine and systems
installation No

Suitable for underfloor
installation (screed) No Suitable for outdoor installation No Inner diameter 17.7 mm

Outer diameter 25 mm High conducting inner coating No With metre indication No



TECHNICAL DATA SHEET

ELETTROCANALI s.p.a. | Via Gen. C. A. dalla Chiesa, 18 - 24020 Scanzorosciate BG Italy | T. +39 035 665077 | info@elettrocanali.com

Information, dimensions, diagrams and images are provided for informational purposes only and are current as of the date

indicated. These elements may be subject to change at any time.
27/08/2025 - 2/2

Barcode

8054320285502

Cardboard
50 MT

0.6x0.6x0.16 [m]

4.15 [kg]

barcode

8057711598113

Pallet
3000 MT

0.8x1.2x2.5 [m]

249 [kg]


